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TABEL BATASAN TOLERANSI
SUSUT MINYAK MENTAH DAN PRODUK

Lampiran 1

Pedoman

No. A-001/H10200/2007-S4

NGKUTAN ANGKUTAN AIR ANGKUTANDARAT | PIPA
JENIS R1,% | R2.% | R3.% | R4% | R1% | R2.% | R3.% | Rd% | Ra.%
CRUDE | (%V) 030 | 045 | 030 | 0.30° STTS
BBM | BBM & Fuel (%V) 030 | 0.15 | 0.30 | 0.30° 0.15 STTS
PADAT (%W) sT1s | sTTS | STTS | 8778 STTS STT
SOLVENT (%V) 030 | 045 | 030 | 030 015 | - ST7s/
Q0D | PARAXYLENE (3% 030 | 045 | 030 | 030 ] sd’ijl
BENZENE (%W) sTrs |strs [strssmrs| - | - | - STHA
BASE OIL & ADDITIVE (%W) | 05 | 0.15 | 0.15 | 0.30 0.15 STIR)
FRW 135 STTS | STTS | STTS [ STIS | TdkadakarenaFOT | STTY')
ASPHALT 030 | 045 | 030 | 030 |  TdkadakarenaFOT | STTS )
LPG (%V) 030 | 045 | 020 | 030 | - | 045 | - STTS
GAS | PROPYLENE (%) s1s | strs | strs [strs| - [stis| - STTS
MUSICOOL (%) strs |strs|strsismrs| - [oas| - | - |srrs

Note : STTS = Satu Titik Serah

FOT = Freight on Truck

* R4,% = 0.50 Untuk Produk Import / MM Import
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